|. |FOR ACTUAL WIRING OF UNITS 
SHOWN ON THIS SCHEMATIC, 
~| REFER TO: 


2900WD MOTOR, LMU3 

4I96WD _— PAGE. PRINTER, 
LP77/AGM 

4262WD KYBD, LK5I 

4257WD COVER, LPC206 

7528WD 310174 ELECTRICAL 
SERVICE ASSEMBLY 

4304WD _—s INTERCONNECTING 

: CABLE 
7488WD 


309863 SELECTOR 
MAGNET DRIVER 


UNOPERATED OR DE-ENERGIZ- 
ED POSITION. 


RESISTANCE SHOWN IN OHMS, 
CAPACITANCE IN MICROFARADS, 
INDUCTANCE IN MILLIHENRIES, 
UNLESS OTHERWISE SPECIFIED. 


LEGEND FOR SYMBOLS: 


Fi ALL APPARATUS SHOWN IN 


MALE CONNECTOR 


— 
— FEMALE CONNECTOR 


NORMALLY OPEN 
SWITCH OR CONTACT 


TRANSFER SWITCH 
OR CONTACT 
~ NORMALLY CLOSED 
SIDE 
- SHIELDED LEAD 


MULTIPLE 
TERMINAL 
CONNECTOR 


CHASSIS GROUND 


USE SYNCHRONOUS MOTOR ON 
REGULATED 60 CYCLE (+1%) 


AC. ONLY. 


WIRING OF 309863 SELECTOR 
MAGNET DRIVER. 


7 {TERMINALS ENCLOSED iN 


lane 7489WD FOR SCHEMATIC 


ON COMPONENT. 


LEGEND FOR CONNECTORS: 
(M-MALE, F-FEMALE) 


AA LP (M & F) 
F LK (M & F) 
P LPC (F) 
Q LPC (M) 


LEGEND FOR TERMINALS: 


B ELECTRICAL SERVICE 
ASSEMBLY POWER 
TERMINAL BLOCK 


ASSOCIATED SELECTOR 
MAGNET DRIVER 
TERMINAL BLOCK 


40 POINT TERMINAL 
BLOCK FOR _INTER- 

CONNECTIONS 
RECTIFIER TERMINALS 


MOTOR TERMINAL 
BLOCK ON KYBD 


COVER TERMINAL 
BLOCK 


MOTOR TERMINAL BLOCK S 
IS DESIGNATED ‘A" ON 
ASSOCIATED KEYBOARD 
ACTUAL WIRING DIAGRAM. 


FUSE 


LIVE SIDE 4 AMP 
Bly de) 84 sip 
POWER 
SWITCH 
11S VAC 
60ru 
SUPPLY 28.5RESIS 
CORREC, 
| P MARGIN 
B20 ° INDICATOR P 
GROUND SWITCH 


SIDE 


SELECTOR MAGNET 
DRIVER (SMD) 


©) 3 


SEC 
94-94VAC 
43.7 TOTAL RESIS. 


FILAMENT 


PRI SEC SUPPLY 
6.3VAC 
HSVAC 5 AMP 
16 RESIS. 


RESIS. 


© 9 
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AUTH.NO. 


SHEET | OF 2 


SCHEMATIC 
WIRING DIAGRAM 


FOR 


RACK MOUNTED 
PAGE PRINTER 
SET 


(KSR) 


eae ea 


Prop. No. 7529WD 
pete 


bare i660 
rere oe 


TELETYP 
CORPORATION 
7529 WD 


NOTES: 


4No, 
SEE SHEET | FOR GENERAL 
NOTES. 
RETURN SIDE OF SIGNAL LINE 
AND SELECTOR WIRES PLUS 
SIGNAL AND SELECTOR SHIELDS 
ARE CONNECTED TO MINUS OF 


D.C. POWER SUPPLY. DISCONNECT | 


SHIELD GROUNDS AT SIGNAL 
CONTACT BOXES IF CONNECTION 
BETWEEN SIGNAL COMMON 
AND A.C. PROTECTIVE GROUND 
IS NOT DESIRED. 


KYBD. SIGNAL 
CONTACTS 


[ <a -. «HB 


mim oy a 


AA 
TYPING UNIT SELECTOR 
MAGNETS Loy 3 
| 
| 8 N26 
’ tt : 
t rail 
{ tet 
' tel ot 
\ 
H34 7 
SIGNAL ; 
INPUT 35 
@ 
INPUT mo 
(FIRST STAGE 8 
GRID) 
OUTPUT rm 
(SECOND STAGE a 
PLATE) 
STAGE TWO ‘ 
INPUT i 
KYBD. SYNC. 
SYNC. PULSE COIL 


PULSE CONTACT 


SELECTOR MAGNET 
DRIVER 


SEE 7489 WD 


05 ©) 


oa ae oe 
wha a ae ee fe 


03 © 


| +120 V.0.C. 
iy, 01@) 


92 © 
a 04 ©) 


a as 
a 
ie a | 


OPERATING 
SEQUENCE 


LF,LF 
NNNN 


ZYH 


ZY 


—ZYE 


xX CRITIC 


ZRd 


ZEM 


zc zc 


SIGNAL COMPONENTS 
CONTROL COMPONENTS 


LP FUNCTION BOX CONTACTS 


AA 


wm > wi 


Pe 


[ 
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AUTH.NO. 
15~5-65 | 86734-! 


SHEET 2 OF 2 


SCHEMATIC 
WIRING DIAGRAM 


FOR 


RACK MOUNTED 
PAGE PRINTER 
SET 


(KSR) 


APPROVALS 
DA DR 
‘ £.-NUMBER ; 
PROD. NO. 7529 wD 


DRAWN. J.J.A. | CHKD_ 52 
TENGO. B.P.K. |APPD. Ae 


TELETYPE 
CORPORATION 
7529 WD 


